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Descripción: Motor trifásico tipo jaula de ardilla de 1500 rpm 
3/4 HP. 


Plano Nº: No corresponde 


Planos concatenados Nº: No corresponde 


Referencia de fábrica: No corresponde 


Referencia comercial: 1LE1002-0DB22-2AA4 (Siemens) 


Especificación Técnica: Ver hoja adjunta 


Norma de aplicación: No corresponde 


Función: Motor de uso generico. 
Ver hoja adjunta. 


 
 
 
 
 
 


 
Las piezas deben proveerse correctamente embaladas para prevenir daños mecánicos y ambientales. El proveedor debe 
embalar las piezas de tal manera que no sufra deterioro por herrumbre (cera, aceite y kerosene, etc). Cada paquete / caja / 
conjunto debe identificarse con el Nº de orden de compra. 


 
 


 ELABORÓ REVISÓ APROBÓ 


NOMBRE Lic. M. Quarchioni 


- 


Ing. H. Baigorria 


- 


Ing. C. Valdes Lazo 


- FIRMA 
 


Página 1 de 1 


SAP3000025773 







Insulation 155(F) to 130(B) 


 


Data sheet for three-phase Squirrel-Cage-Motors 


 


MLFB-Ordering data: 1LE1002-0DB22-2AA4 
 


 


Motor type: 


Client order no.: 


Order no.: 


Offer no.: 


Remarks: 


1AV1082B  
Item no.: 


Consignment no.: 


Project: 


U 


[V] 


Δ / Y f 


[Hz] 


P 


[kW] 


P 


[hp] 


I 


[A] 


n 


[1/min] 


M 


[Nm] 


NOM. EFF at ... load [%] Power factor at ... load IA/IN 


II/IN 


MA/MN 


TI/TN 


MK/MN 


TB/TN 


IE-CL 


4/4 3/4 2/4 4/4 3/4 2/4 


230 Δ 50 0.55 - / - 2.50 1385 3.8 70.0 70.7 67.7 0.79 0.69 0.55 3.7 2.1 2.2 IE1 


400 Y 50 0.55 - / - 1.44 1385 3.8 70.0 70.7 67.7 0.79 0.69 0.55 3.7 2.1 2.2 IE1 


460 Y 60 0.63 - / - 1.37 1685 3.5 74.0 74.2 71.4 0.78 0.69 0.56 4.3 2.3 2.5 IE1 


                  


IM B3 / IM 1001  FS 80 M  IP55 IEC/EN 60034 IEC, DIN, ISO, VDE, EN   


 
 
 
 


Mechanical data 


Sound pressure level 50Hz/60Hz (load) 53 dB(A) 1) 55 dB(A) 1) 


Moment of inertia 0.00284 kg m² 


Bearing DE | NDE 6004 2Z C3 6004 2Z C3 


Bearing lifetime 40000 h 


Lubricants 


 


 
Grease nipple 


 


 
Condensate drainage holes 


Unirex N3 


 
 
 


- / - 


 
 
 


No 
 


 
Vibration severity grade A 


Duty type S1 


 
Frame material aluminum 


 


 
Coating (paint finish) Standard paint finish C2 


 


 
Motor protection (A) without (Standard) 


 


 
 


 
Ambient temperature -20 °C - +40 °C 


 


 
 


 
IAIN = locked rotor current / current nominal 


MA/MN = locked rotor torque / torque nominal 


MK/MN = break down torque / nominal torque 


1) Value is valid only for DOL operation with motor design IC411 


 
 


Technical data are subject to change! There may be discrepancies between calculated and rating plate values. 
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Notes 


Altitude above sea level 1000 m 


Environmental conditions 


Method of cooling IC411 - self ventilated, surface cooled 


Color, paint shade RAL7030 


Data of anti condensation heating -/- 


Direction of rotation bidirectional 


External earthing terminal 


Special design (0) 


Type of bearing Preloaded bearing DE 


Regreasing device No 


 
Terminal box 


 


Terminal box position 
 


top 


Material of terminal box 
 


Aluminium 


Type of terminal box 
 


TB1 E00 


Contact screw thread 
 


M4 


Max. cross-sectional area 
 


1.5 mm² 


Cable diameter from ... to ... 
 


9.0 mm - 17.0 mm 


Cable entry 
 


1xM25x1,5 


Cable gland 
 


1 plug 
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Descripción: Variador de Frecuencia SINAMICS V20 Escalar 


Plano Nº: No corresponde 


Planos concatenados Nº: No corresponde 


Referencia de fábrica: No corresponde 


Referencia comercial: 6SL3210-5BB15-5UV1(Siemens) 


Especificación Técnica: Ver hoja adjunta 


Norma de aplicación: No corresponde 


 
Función: 


Variador de Frecuencia para la 
tensión de alimentación a un 


Motor. 
Ver hoja adjunta. 


 
 
 
 


 
Las piezas deben proveerse correctamente embaladas para prevenir daños mecánicos y ambientales. El proveedor debe 
embalar las piezas de tal manera que no sufra deterioro por herrumbre (cera, aceite y kerosene, etc). Cada paquete / caja / 
conjunto debe identificarse con el Nº de orden de compra. 
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Data sheet for SINAMICS V20 


MLFB-Ordering data 
6SL3210-5BB15-5UV1 


Figure similar 


Technical data are subject to change! There may be discrepancies between calculated and rating plate values. 
Generated Fri Nov 08 14:06:00 CET 2019 Page 1 of 2 


 


 


Standards 


 


Client order no. : 


Order no. : 


Offer no. : 


Remarks : 


 


Item no. : 


Consignment no. : 


Project : 


 
 


  


Input 


Offset factor cos φ 0.95 


Line voltage 200 ... 240 V -15 % +10 % 


Output 


Filter class (integrated) Unfiltered 


Rated voltage 230 V 
Installation altitude 1000 m (3281 ft) 


Rated power (LO) 0.55 kW / 0.55 hp 


Ambient temperature 
 


 


 
 


 
Rated current (LO) 


 


 
3.20 A 


 
Storage 


 
Relative humidity 


 
-40 ... 70 °C (-40 ... 158 °F) 


 
 


 


 
 


  


Output frequency 0 ... 550 Hz 


 


 


  


CE marking EN 61800-5-1 /EN 60204-1 and EN 
61800-3 


 
 


 
Overload capability 


Low Overload (LO) 


 


110 % rated output current for 60 s, cycle time 300 s 


 
 


High Overload (HO) 


 


150 % rated output current for 60 s, cycle time 300 s 


CE, cULus, C-Tick (RCM), KC Compliance with standards 


Communication Pulse frequency 8.00 kHz 


Max. operation 95 % 


General tech. specifications Rated data 


Number of phases 1 AC 


Line frequency 47 ... 63 Hz 


Power factor λ 0.72 


Efficiency η 0.98 


USS, Modbus RTU Communication 


Rated current (HO) 3.20 A 


Operation -10 ... 60 °C (14 ... 140 °F) 


Rated power (HO) 0.55 kW / 0.75 hp 


Cooling convection cooling 
Number of phases 3 AC 


Ambient conditions 
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Width 68.0 mm ( 2.68 in ) 


Depth 127.8 mm ( 5.03 in ) 


Inputs / outputs 


Number as relay changeover contact 1 


 


  


Max. motor cable length 
 


 
Degree of protection IP20 / UL open type 


Unshielded 50 m (164 ft) 
 


 


Net weight 0.90 kg ( 1.98 lb ) 
 


Height 142.0 mm ( 5.59 in ) 
 


 


Standard digital inputs 
 


 


 


Digital outputs 
 


Number as transistor 1 


Analog inputs 
 


 


Analog outputs 
 


 Number 1 


Number 
2 (Can be used as additional 
digital input) 


Number 4 


Size FSAB 


Shielded 25 m (82 ft) 


Connections Mechanical data 


 
Mounting position Wall mounting / side-by-side mounting 





	fecha: Viernes 30 de Julio de 2021
	numero_documento: IF-2021-68868708-APN-GLR#SOFSE
	localidad: REMEDIOS ESCALADA DE SAN MARTIN, BUENOS AIRES
		2021-07-30T14:57:21-0300


	usuario_0: Pablo Alberto Gallardo
	cargo_0: Subgerente
	reparticion_0: Gerencia Línea Roca
Operadora Ferroviaria Sociedad del Estado
		2021-07-30T14:57:21-0300




